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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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Satyanarayan Gangarara Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 
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Indian Standard 

SPECIFICATION FOR 
DILATORS, TEAT ( HUDSON ) 



( Reaffirmed 2006 ) 



1. Scope — This standard covers requirements for dilators, teat ( Hudson ) set of 2 sizes with 
one introducer for veterinary use. 

2. Dimensions — Shall conform to Fig. 1. 

2.1 The tolerance on dimensions of working ends shall conform to 'fine' class of deviation and 
the tolerance for remaining dimensions shall conform to 'medium' class of deviation of IS : 2102 
(Parti )-1980 'General tolerances for dimensions and form and position: Part 1 General tole- 
rances for linear and angular dimensions ( second revision )'. 

3. Material — Stainless steel conforming to designation 30Cr13 of IS : 6603-1972 'Specification 
for stainless steel bars and fiats'. 

4. Manufacture, Workmanship and Finish 

4.1 The distal end of the dilators and introducer shall be well rounded and nowhere sharp. The 
shape of coiled portion of the dilators shall be correct. 

4.2 The instrument shall be free from all defects like burrs, pits, cracks, nicks and waviness when 
examined under XI magnification. All surfaces shall be free from pores, crevices and grinding 
marks. 

4.2.1 The instrument shall be supplied free from residual scales, acid, grease and grinding 
and polishing materials. Compliance with these requirements shall be checked under X2 
magnification. 

5. Hardness — The dilators shall be uniformly hardened and tempered to give a hardness of 
380 to 420 HV. 

6. Tests 

6.1 Performance Test — The shaft of dilators and introducer shall be tested by bending around 
the periphery of a circle of 570 mm radius. On completion of the test, they shall not take a 
permanent set and shall not show any sign of damage. 

6.2 Corrosion Resistance Test — Dilators and introducer shall be tested in accordance with 
IS ; 7531-1975 'Method for boiling and autoclaving test for corrosion resistance of stainless steel 
surgical instruments'. 

7. Surface Finish — The surface finish shall be mirror finish. The instrument should be 
adequately ground to remove alt surface imperfections and polished to remove grinding marks, 
resulting in a mirror finish. The mirror finish should be effected by an appropriate procedure, such 
as polishing, brushing, electropolishing and mirror buffing. 

8. Passivation and Final Treatment — The instrument shall be treated by a suitable 
passivation process. 

Note — Examples of methods of passivation are by electropolishing or by treating with 10 percent ( v/i^ ) 
nitric acid solution for not less than 30 min at a temperature of not less than 10"*C and not exceeding 60'C. 
The instruments should then be rinsed in water and dried in hot air. 

9. Sampling — Unless otherwise agreed to between the purchaser and the supplier, the sampling 
procedure given in IS : 2500 ( Part 1 )-1973 'Sampling inspection tables: Part 1 Inspection by 
attributes and by count of defects ( first revision )\ shall be followed. 

9.1 Lot — In a single consignment, all the dilators and introducers of the same type, size, shape 
and belonging to the same batch of manufacture shall be grouped together to constitute a lot. 
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AU dlmtl^f bns in millimclrts 

9.2!For all tKe requirements covered \rtMB specific^ion except 'tests', a single samplir)g pl«h 
with inspection level IV and AOL 4 percent given Ir^ TeWes 1 and 2 of JS ; 2800 ( fti«t 1 )-1973 
shall be followed. For the tests, i tingle sampling blan with iriipectlori le^vl " -^ - 
given in Tables 1 and 2 of IS : 2500 ( Pan '1 )^1973\stittUJ»etolWed. 
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»8. IterlAat — ^^fich ililtttor and mm^mm shnfft %e legibly Bnd IrrdeiiMy mailced wifh ifw 
manufacturer's name, initials or recognised ^n^^iierNc. 

10.1 S^mttmrd Mmkki9 — Ocftaite avi^Mrte wifh thei Btmeu of Mian Standards. 

11, Packing — The dilators with introducer shall be delivered in a nevv^d clean oonditton. 
Each dilator and introducer shall be p|K;ked suitably; 



iXPLANATORY NOTE 

While preparing this standard, assistance has been derived from Document No. IND/GS/MED/ 
547 (d) 'Dilators, teat ( Hudson ), set of, two sizes, with one introducer', issued by CQA ( GS ), 
Kanpur, Ministry of Defence. 
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